Atomizing Nozzles

Internal Mix Narrow Angle Round Pattern

= JKING

Model AN10105S, AN102055, AN1030S5, and AN104055 vayards
1/4 NPT internal mix narrow angle round pattern nozrles are excellent for sprayinga
concentrated mist of liquid. Because of the versatility of their adjustments, they can
a heavy coat up close or send a very fine mist over 30 feet away! They are often used for
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Modl: AN10208S g

Material: Type 303 Stainless Steel oDrip fatels Onty

Modal: AN1030SS e

Material: Type 303 Stainless Steel
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No Drip Atomizing Nozzles
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Droplet Size

One of the primary reasons atomizing spray nozzles are
used is because of their fine droplet size. Benefits of fine

droplet size include even coating and liquid conscrvation.

SprayNazzles

For reference, a large raindrop is around 6,000 microns
(0.236") in diameter. Standard liquid nozzles produce
droplet sizes ranging from 4,000 microns (0.157") down

to 300 microns (0.012") in diameter. EXAIRs Atomizing Spray Angle
Nouzles produce minuscule droplet sizes In the range of, e Minimum
100 microns (0.004") to 20 microns (0.0008")! Angle Angle
Droplet size can be adjusted by varying eicher tl . .
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Extemai Mix - w
‘Round Pattern - ER101055, ER2010SS5, etc.
Extemai Mix
NNarrow Angle Flat Fan Pattern - 35 k)
EF101055, EF201055, etc.
i
‘Wide Angle FlatFan Pattern - 50 05
8101055, ER2010SS,stc
SiphonFed
SR10105S, SR2010SS, ate. D e
SiphonFed o -
Median Diameter D, (50.0) of liquid droplets. FlatFan Pattem- SFI010SS, SF20105S, etc.
1 um =1 micron= 0.00004". All tests per'armad with water.
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